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Product Information

INTAG™ 215 – Heavyweight Thermal Transfer Board


	DESCRIPTION

A 215 micron uncoated tag for Thermal Transfer printing requiring a heavier weight card

APPLICATION

Ideal as a tag or ticket for use in the retail and leisure markets.   Applications include shelf edge tagging, transportation tickets.
PRINTING

Variable information can be applied by a wide variety of thermal transfer printers using wax or hybrid ribbons. Graphic print may be applied by a wide variety of techniques including letterpress, flexographic and screen process.


	Specifications

Complete Tag

Unit

Typical Value

Test Method

Substance

GSM

215 ± 8 %
TAPPI 410
Caliper

Micron

228 ± 8%
TAPPI 411
Stiffness

g.cm

Typically 42

TAPPI 489



	
	

	
	Face

Unit

Typical Value

Test Method

Smoothness

Micron

4 max
B.S. 6563
Brightness

%

Min 95
TAPPI 452


	
	

	WARRANTY
The above technical information, statements and recommendations are based upon tests believed to be reliable but do not constitute a guarantee or warranty. All Instone Labels Ltd products are warranted to be free of defects in material or workmanship for a period of one year from date of shipment. In no way will Instone Labels Ltd be responsible for claims beyond the replacement value of the defective product or in any way liable or responsible for consequential or incidental damage.

No express warranties and no implied warranties, whether of merchantability or fitness for any particular use, or otherwise, except as set forth above (which is made expressly in lieu of all other warranties) shall apply to products sold by Instone Labels Ltd. Instone Labels Ltd specifically disclaims and excludes all other such warranties. 
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