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Product Information

INTHERM™ 155 – Top Coated Direct Thermal Board


	DESCRIPTION

A 155 micron topcoated thermal cardboard with standard sensitivity and good resistance against external influences.  Perfect for Direct Thermal Tag printing

APPLICATION

Ideal as a tag or ticket for use in the retail and leisure markets.   Applications include shelf edge tagging, Parking, transportation and admission.
PRINTING

Variable information can be applied by a wide variety of direct thermal printers. Graphic print may be applied by a wide variety of techniques including letterpress, flexographic and screen process.

STORAGE & CONVERSION

For quality reasons InTherm 160 should be stored and converted under conditions of 23±°C and 50±10% rel. humidity


	Specifications

Paper Properties

Unit

Typical Value

Test Method

Weight

GSM

165 g/m²
ISO 536
Thickness

Micron

155 µm
ISO 534


	
	

	
	Face

Unit

Typical Value

Test Method

Smoothness

s

500
ISO5627
Brightness

%

78%
ISO2470


	
	

	WARRANTY
The above technical information, statements and recommendations are based upon tests believed to be reliable but do not constitute a guarantee or warranty. We always recommend comprehensive testing of materials prior to regular conversion.  All information is based on current quality level.  We reserve the right to change this as part of our continual product development.  Values provided are relevant to previous productions and may not be representative of all future makings.
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